

Medium-Mu Triode— 
Sharp-Cutoff Pentode 

9-Pin Miniature Type 

For Use as a Burst Amplifier and General-Purpose- 
Amplifier Tube in Color- and Black-and-White TV 
Receivers 


ELECTRICAL CHARACTERISTICS - Bogey Values a 

Heater Voltage, ac or dc.6.3 

Heater Current.j 600 

Direct Interelectrode 

Capacitances : b Without 

External 

Triode Unit . Shield 

Grid to plate.c 2.2 

Input: Gj to (K^, G3p ^ ^ 

+ K p + IS, H).c 3.0 

Output: P T to (Kj, 4 

G3 p + Kp + IS, H). c 0 2.2 

Heater to cathode.^ 4.4 

Pentode Unit: 

Grid No. 1 to plate. c 0.05 

Input: Glp to (Kp + ® ^ 

G3 p + IS, G2 p , H) . . . . C[ 9.0 

Output: Pp to (Kp + 

G3p + IS, G2p, H) . . . . c Q 3.6 

Heater to cathode.c, , 5.5 

h-k 

Pentode grid No. 1 

to triode plate.P , T 0.17max. 

el- d 

Pentode plate 6 p 

to triode plate.P_-T- 0.09max. 


With 

External 
Shield c 

2.2 pF 

3.2 pF 

2.4 pF 

4.8 d pF 

0.05 pF 

9.0 pF 

4.4 pF 

7.5 d pF 


0.17max. 0.2max. pF 
0.09max. 0.008max pF 


For the following characteristics, see 

Triode 

Pentode 


Conditions 


Unit 

Unit 


Amplification Factor . . . . 

M 

35 

~ 


Plate Resistance (Approx.) 

r P 

5.8 

165 


Transconductance. 

8m 

6000 

9000 

jumho 

DC Plate Current. 

I b 

11.5 

19 

mA 

DC Grid-No.2 Current • • • 

I C 2 

- 

4.2 

mA 

Cutoff DC Grid-No. 1 





Voltage(Approx.): 





For I^lOjuA . . . . 

^cl(co) 

-5.8 

- 

V 

For I^=20 mA . . . . 

^cl(co) 

- 

-9.5 

V 


H 


Electronic 

Components 


DATA 1 
5-70 







































6MU8 


a Unless otherwise specified. 

k Measured in accordance with the current issue of EIA Standard 
RS-191. 

c With external shield JED EC No. 315 connected to cathode of 
unit under test except as noted. 

** With external shield JEDEC No. 315 connected to ground. 
0 As defined in the current issue of EIA Standard RS-239. 


TERMINAL DIAGRAM (Bottom View) 


H 



Pin 1 - Triode Plate 
Pin 2 - Pentode Grid No.1 
Pin 3 - Pentode Grid No.2 
Pin 4 - Heater 
Pin 5 - Heater 
Pin 6 - Pentode Plate 
Pin 7 - Pentode Cathode, 
Grid No.3 and 
Internal Shield 
Pin 8 - Triode Cathode 
Pin 9 - Triode Grid 


GRID-NO. 2 INPUT RATING CHART 



GR©-Na2 VOLTAGE EXPRESSED AS PER CENT OF 
MAXIMUM-RATED GRID-No.2 SUPPLY VOLTAGE 

92CS-7586R3 


"jn HQ /TTI Electronic 
JVaUdZ-/L1 Components 


DATA 2 
5-70 
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DIMENSIONAL OUTLINE JEDEC 6-3 


-- A* -» 



IT) flQ /7T] Electronic 
J\AUOZ7U Components 


DATA 2 


































